20010507.ba v03_n155.bam.20010507 


>From ???@??? Mon May 7 12:29:15 2001 -0500 

Message-Id: <200105071729.£47HT2D7004798@sco.theporch. com> 
Date: Mon, 7 May 2001 12:28:19 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3155 


BOATANCHORS Digest 3155 
Topics covered in this issue include: 


1) RS Counter 22-306 

by "Herbert M. Rosenthal" <herbrose@lobo.net> 
2) Commands for BA mail. 

by "Herbert M. Rosenthal" <herbrose@lobo.net> 
3) Re: Commands for BA mail. 

by "Herbert M. Rosenthal" <herbrose@lobo.net> 
4) Need Parts/Info HL-2200 Linear Amp 

by "Ron" <ab5wg@mylinuxisp.com> 
5) FS: Heathkit DX-100 Transmitter 

by "David M. Nance" <dmnance@earthlink.net> 
6) For Sale 

by "Joseph W. Pinner" <kc5ijd@sprintmail .com> 
7) FS: Drake SPR-4 

by W5USM@aol.com 
8) WID: J-41 key 

by Paul Thekan <Paul.Thekan@eimac.cpii.com> 
9) Re: RS Counter 22-306 

by "Arthur I. Larky" <ail0@lehigh.edu> 
10) Living with old National Receivers 

by James Hanlon <knjhanlon@qwest.net> 
11) Hickok tube testers Svetlana 811 A 's 

by "Donald Gieszelmann" <wOdg@kc.rr.com> 
12) question on SP200 

by john <johnmb@mindspring.com> 
13) Re: Hickok tube testers Svetlana 811 A 's 

by "anchor" <anchor@ec.rr.com> 
14) Re: Living with old National Receivers 

by "Hue Miller" <kargokult@proaxis.com> 
15) Re: KY-95A/APX-25 FS 

by William Donzelli <aw288@osfn.org> 
16) BC-638-A manual seeks repatriation 

by "Andrew Emmerson" <midshires@cix.co.uk> 
17) AVC and CW 

by "Robert G. Flory" <RobandPJ@compuserve.com> 
18) Re: AVC and CW 


by john hurst <hurstjsj@gte.net> 
19) Re: AVC and CW 

by Bob Roehrig <broehrig@aurora.edu> 
20) Re AVC and CW 

by philip mccoy <dgnova@erols.com> 
21) Re: BOATANCHORS digest 3154 

by Roy Morgan <roy.morgan@nist.gov> 
22) Death of Eimac's Co-Founder 

by Paul Thekan <Paul.Thekan@eimac.cpili.com> 
23) RCA 807's TX & Modulator 

by Merz Donald S <merz.ds@mellon.com> 


Message-ID: <3AF4834C .2EFA35F8@lobo.net> 

Date: Sat, 05 May 2001 16:48:58 -0600 

From: "Herbert M. Rosenthal" <herbrose@lobo.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: RS Counter 22-306 

Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 7bit 


Following the previous thread on this neat device... I bought one for 
Jose in Valencia, played with it, and decided I had to have one. 

It's a discontinued, discounted ($49) item with RS, and becoming quite 
difficult to find here in Albuquerque with about a dozen or so stores in 


town. 


My local dealer did find one for me (simple inventory search on her 
computer), I picked it up this afternoon, and I have just checked it on 
the ham bands from 160 to 2M and the cordless phone on 902mHz... The 
readouts on the ham bands were exactly the same numbers as on the 
transmitters. I used the whip on all tests. 


Haven't tried it on audio yet, but that's not what I bought it for. 
Presume it will respond as accurately there as it does with rf. 


Can be used with an included short whip or a ‘scope probe with a BNC 
connector that gives a max 1.4vpp at the input. 


I was told by RS clerk that they were always a hot item: people would 
get the frequency of a cordless phone (analog) or a police transmission, 


then set their scanner to listen-outside a business, etc., to obtain 
card numbers, etc. Cruel world! 


If you need an inexpensive freq counter that goes to 1300 mHz, strongly 
urge you to chase one of these down. 


Thanks, Jose, for putting me onto this one! 


Herb Rosenthal W5AN 


Message-ID: <3AF4966E.CC1DD8B5@lobo.net> 

Date: Sat, 05 May 2001 18:10:24 -0600 

From: "Herbert M. Rosenthal" <herbrose@lobo.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Commands for BA mail. 

Content-Type: text/plain; charset=iso-8859-1; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 8bit 


Can't seem to find my list of BA commands (sorry, Jack). I presently 
receive only the digest, but would like to also receive the postings as 
they occur. 


Someone please put me out of my misery and send me the command 
listdédirectly to me at herbrose@lobo.net. 


Presume it's simething like "set boamchaors mail xxx" and I forgot the 
XXX. 


Thanks, 


Herb Rosenthal W5AN 
herbrose@lobo.net 


Message-ID: <3AF49A4A.F4374E62@lobo.net> 

Date: Sat, 05 May 2001 18:26:59 -0600 

From: "Herbert M. Rosenthal" <herbrose@lobo.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: BoatAnchors <boatanchors@theporch. com> 

Subject: Re: Commands for BA mail. 

Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 7bit 


Thanks, Gary for a speedy response; this time I've PRINTED as well as saved it 
a file. 


in 


Others need not respond; my thanks to ALL. 


Herb Rosenthal W5AN 


Gary Woods wrote: 


> On Sat, 05 May 2001 18:10:24 -0600, you wrote: 
> 
> >Can't seem to find my list of BA commands (sorry, Jack). 


From: "Ron" <ab5wg@mylinuxisp.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Need Parts/Info HL-2200 Linear Amp 

Date: Sat, 5 May 2001 20:20:45 -0500 

Message-ID: <HEEMKIITEITADKAMMEDLOCGEMPCBAA. ab5wg@mylinuxisp. com> 

MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="----=_NextPart_000_0000_01COD5A0.DD5CBD20" 


This is a multi-part message in MIME format. 


aati =_NextPart_000_0000_01COD5A0.DD5CBD20 

Content-Type: text/plain; 
charset="iso0-8859-1" 

Content-Transfer-Encoding: 7bit 


I am starting a restoration project on a Heathkit HL-2200 linear amp and 
need a couple of parts. If anyone has a parts unit available, please get in 
touch with me via email. I would like to find: 


1) 80 meter input coil 
2) power switch, bat handle toggle 


Would also like to know if anyone has ever converted one of these for 10 
meter operation. If you have an SB220/21 parts unit, I believe the input 
coil will be the same. 

Thanks, 

Ron, AB5WG 

easels =_NextPart_000_0000_01COD5A0.DD5CBD20 


Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KKK KK KR KK KKK KK KKK KKK KK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK RK KK KK KK KKK KK KK KK KKK KKK KK 


+ + + FF FH OF 
+ + + FF OF 


i =_NextPart_000_0000_01COD5A0. DD5CBD20- - 


Message-ID: <3AF592E6.73DA6165@earthlink.net> 
Date: Sun, 06 May 2001 14:07:34 -0400 

From: "David M. Nance" <dmnance@earthlink.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: FS: Heathkit DX-100 Transmitter 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Please note: I prefer not to ship this transmitter as it weighs 120 
pounds. I will be at the Dayton Hamvention on May 17, 18 and 19 and can 
deliver it to my flea market space. I could also meet someone in 
Chillicothe, Ohio the evening of May 16th. Otherwise, it is available 
for pickup in Roanoke, Virginia. 


I have a nice DX-100 in clean, unmodified condition. It has a pretty 
nice front panel, all of the original knobs and no extra holes! The 
case is also very nice with just a few minor scratches which you have to 
look hard to see in the photos (links to photos provided at the end of 
description). The price is $275.00 


Rated 100+ watts plated modulated AM and 120+ watts CW, the DX-100 
covers from 160 through 10 meters. Using a Drake watt meter into a 
Heath dummy load, this one was showing about 140 watts on 80 meters and 
about 125 watts on 10 meters. Grid current, plate current, modulator 
current and plate voltage all read correctly. 


This unit has a nice front panel with just a few small nicks. There are 
no extraneous holes or other obvious modifications that I can see 
anywhere on the unit, including the rear chassis. The front panel could 
use some further cleaning. All of the screws are in place and are the 
correct ones for the unit. This unit does have the Heathkit supplied 
update where the combination step and variable capacitor loading was 
replaced with a single, larger gear-driven variable capacitor less prone 
to arcing. This was the same arrangement used in the DX-100B and was 
made available to DX-100 owners after the B model was introduced. AIll 


in all, a very nice DX-100 that will look nice on your vintage operating 
table. 


Comes with an abbreviated, comb-bound copy of the manual which includes 
circuit description, schematic and tune-up procedures. It also includes 
a complete copy of the DX-100B manual which is more appropriate since 
this unit has the updated loading capacitor. 


As previously stated, I prefer not to ship this unit as it weighs 120 
pounds. However, I can deliver it to the Dayton Hamvention on May 17th, 
18th or 19th at no additional charge provided you pay a $50.00 deposit 
with the balance due upon delivery. I could also meet someone in 
Chillicothe, Ohio the evening of May 16th. Or you can arrange pickup in 
Roanoke, Virginia. 


Here are the links to the photos: 


Front: 
http://www. geocities.com/w4sse/dx100_ft.jpg 


Front with manuals: 
http://www. geocities.com/w4sse/dx100_mn. jpg 


Left front closeup: 
http://www. geocities.com/w4sse/dx100_lc.jpg 


Right front closeup: 
http://www. geocities.com/w4sse/dx100_rc.jpg 


Chassis: 
http://www. geocities.com/w4sse/dx100_ch. jpg 


Rear: 
http://www. geocities.com/w4sse/dx100_r. jpg 


Right rear & side: 
http://www. geocities.com/w4sse/dx100_rr.jp¢g 


Left rear & side: 
http://www. geocities.com/w4sse/dx100_lr.jpg 


Top: 
http://www. geocities.com/w4sse/dx100_tp. jpg 


Thanks, 


David Nance - W4SSE 
Roanoke, VA 


E-mail: dmnance@earthlink.net 


Message-Id: <200105061916.MAA16602@hawk.mail.pas.earthlink.net> 
Subject: For Sale 

Date: Sun, 6 May 2001 15:16:04 -0400 

From: "Joseph W. Pinner" <kc5ijd@sprintmail .com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Mime-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 


Have the following still available and have reduced the prices. 


Ameco TX-68 transmitter. In good physuical shape. $ 75.00 
I do not believe that it has any mods done to it. 

Does not include power supply and is untested. 

Plus shipping 

SBE-34 transceiver. In good physical shape. $ 100.00 
Don't have the power cords - (AC or DC) 

It also is untested. 

Plus shipping 

CE DQ Q Multiplier. Like new condition. $ 65.00 


It also is untested. 
Plus shipping 


73 

Joseph Pinner 

818 Hill Street 
Kingston, TN 37763 


Joseph W Pinner + 

Kingston, TN 

KC5IJD / NNNOPHR 

EMail: kc5ijd@sprintmail.com 


From: W5USM@aol.com 

Message-ID: <98.14570ed9.2826fda9@aol . com> 
Date: Sun, 6 May 2001 15:19:05 EDT 

Subject: FS: Drake SPR-4 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="part1_98.14570ed9.2826fda9_boundary" 


--part1_98.14570ed9.2826fda9_boundary 
Content-Type: text/plain; charset="IS0-8859-1" 
Content-Transfer-Encoding: quoted-printable 


This SPR-4 is perfect 'as new' in appearance and operation. =AQHas the norma= 
1=20 

factory supplied crystal configuration plus those to complete coverage from=20 
500 to 3500 kc/s and a copy of the manual ala W7FG. =AQWill pack double boxe= 
d=20 

CONUS. =A0$350. 


73 from Bill Smith, W5USM 
Playing Shortwave Radio Since 1950 


--part1_98.14570ed9.2826fda9_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK KR KK KKK KK KKK KK KKK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KR KK KK KK KKK KK KR KKK KKK KKK KKK 


+ + + FF FF OF 
+ + + FF FF 


--part1_98.14570ed9.2826fda9_boundary -- 


Message-Id: <4.2.0.58.20010506121905.00bcc8e0@pop3.eimac.cpili.com> 
Date: Sun, 06 May 2001 12:25:57 -0700 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Paul Thekan <Paul.Thekan@eimac.cpii.com> 

Subject: WTD: J-41 key 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Hello to the group 
I bought a nice TG-5 land wire telegraph set from Jay at the SLO meet 


saturday. The only problem with it is that it has a J-37 key instead of the 
correct J-41 key. The J-41 looks just like the J-37..except it has a 31rd 


wire hook up terminal located toward the front of the key. 


Thanks for the help 


Paul N6FEG 


Message-ID: <3AF5A5DD.991DA993@lehigh.edu> 
Date: Sun, 06 May 2001 15:28:29 -0400 

From: "Arthur I. Larky" <ail0@lehigh.edu> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: RS Counter 22-306 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I walked into the nearest Radio Shack in Bethlehem, PA and got one. They do 
not seem to be selling out a fast around here. 
Art 


"Herbert M. Rosenthal" wrote: 


Following the previous thread on this neat device... I bought one for 
Jose in Valencia, played with it, and decided I had to have one. 

It's a discontinued, discounted ($49) item with RS, and becoming quite 
difficult to find here in Albuquerque with about a dozen or so stores in 
town. 


VVVV VV 


Message-ID: <3AF5ACB1.3DB4FEA4@qwest.net> 
Date: Sun, 06 May 2001 13:57:38 -0600 

From: James Hanlon <knjhanlon@qwest.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Living with old National Receivers 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Y'all, 
I've been away on vacation for a while and I've just been catching up on 
my boatanchors mail. I've noticed several comments about the FB-7 and 


HRO that I'd like to add to. 


The FB-7 images were well known by owners back in the 1933-35 time 
frame. One QST article suggested using either a wave trap or an 


outboard RF stage to quell them. The RF stage improved the sensitivity 
as well. And if someone can't use his FB-7 on 160 because of the 
images, I'd be happy to volunteer to put his 160 meter coil set to work 
in mine! 


Another area of interest is the HRO and its sensitivity, calibration and 
overload characteristics. My HRO, s/n L-175 and vintage spring 1936, 
can easily hear antenna noise on 10 meters. That's a lot better than 
most of the contemporary and new receivers with only 1 RF stage, for 
example the RME-69, HQ-120 or 129, and NC-200. The Hammarlunds with 
their low gain 6S7 and 6SS7 front ends are particularly less sensitive 
on the higher frequencies. Also, the plug-in coils on the HRO with 
their associated short leads going directly to the tuning condenser 
resulted in better Q and no coupling to other, unused tuned circuits. 
The result is than the HRO has 40 to 50 db of image rejection on 10 
meters where the 1 RF receivers have 10 to 20 db. The coil calibration 
charts on the HRO are indeed not among its better features. The Germans 
included a linear chart on their WW2 HRO copies that spanned the entire 
length of the front of the coil set. National picked it up on the HRO-7 
and of course went to a slide rule dial on the 50 in 1949. Quite a few 
HRO-50's and beyond were purchased by hams, including my own. They were 
not just laboratory receivers by any means. As to overload on strong 
signals, perhaps the operator who noted that wasn't adjusting his HRO 
properly. The standard technique for CW operation on the HRO and all 
other receivers of that era not equipped with AVC on CW is to turn the 
AF gain all the way up and control volume with the RF gain control. 
Also, if you crank in the crystal filter and use its phasing notch to 
reject that adjacent strong signal, you should have few to none problems 
with overload even today. 


Gotta run, the XYL is calling. 


Jim, W8KGI 


From: "Donald Gieszelmann" <wOdg@kc.rr.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Hickok tube testers Svetlana 811 A 's 
Date: Sun, 6 May 2001 17:15:03 -0500 
Message-ID: <MABBIBDHGKGOOBDDJJLJOENICKAA.wOdg@kc.rxr.com> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Excuse the multiple post. Anyone know of a source 
to calibrate a Hickok tube tester ? 


Also need 4 Svetlana 811 A's. Any one still 
know of a source ? 


Thanks 


Don w0dg 


Message-Id: <3.0.3.32.20010506190127 .00f0f09c@mindspring. com> 
Date: Sun, 06 May 2001 19:01:27 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@mindspring.com> 

Subject: question on SP200 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


I'm staring at a SP 200, and wondering what the "correct" front panel 
finish is? This one is an almost glossy black, which looks incorrect, but 
may well be. As I remember there was a variety of finishes and colors. 
Mine is a govt model.... 


Any others' have one to compare with? 


Message-ID: <0Q0e301c0d681$16262de0$6401a8cO@ec. rr. com> 
From: "anchor" <anchor@ec.rr.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Hickok tube testers Svetlana 811 A's 
Date: Sun, 6 May 2001 19:05:47 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 8bit 


Alan Douglas explains the calibration procedure, and a lot of other great 
info, in his book, "Tube Testers & Classic Electronic Test Gear. It was out in 
July, 2000, I wish I hadn't waited over a year to get it. 

I expect the procedure is found elswhere as well. 

73, 

Al, W8UT 

New Bern, NC 

BoatAnchors appreciated here 
anchor@ec.rr.com 

http://www. thecompendium. net/radio/ 


And remember; "-They don¥t make tubes nowadays like they used to..." 


(I have no connection to Mr. Douglas, but have met him & seen his great 
collection. ) 


iat Original Message ----- 

From: "Donald Gieszelmann" <wOdg@kc.rr.com> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Sent: Sunday, May 06, 2001 6:15 PM 

Subject: Hickok tube testers Svetlana 811 A 's 


> Excuse the multiple post. Anyone know of a source 
> to calibrate a Hickok tube tester ? 

> 

> Also need 4 Svetlana 811 A's. Any one still 
> know of a source ? 

> 

> 

> Thanks 

> 

> Don wdg 

> 

> 


Message-ID: <0Q03901c0d624$b8f£4edcO$a8fd91c6@oemcomputer> 
From: "Hue Miller" <kargokult@proaxis.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Living with old National Receivers 
Date: Sun, 6 May 2001 05:04:35 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


Saees Original Message ----- 
From: James Hanlon <knjhanlon@qwest.net> 
Subject: Living with old National Receivers 


> Another area of interest is the HRO and its sensitivity, 
calibration and 
> overload characteristics..... 


Thanks for a very worthwhile informative post! 


>The Germans 

> included a linear chart on their WW2 HRO copies that spanned the 
entire 

> length of the front of the coil set 


BTW, their KST has bandspread on non-amateur segments of the GC 
bands. I assume those were bands were they concentrated their 
teleprinter traffic. 

H Miller 


Date: Sun, 6 May 2001 20:27:07 -0400 (EDT) 

From: William Donzelli <aw288@osfn.org> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com>, radarmus@erols.com 
Subject: Re: KY-95A/APX-25 FS 

Message-ID: <Pine.SUN.3.91-FP.1010506202539.9455D-100000@osfn.org> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


> right? 


KY-96A/APX-25 is the little dofunny that adds SIF to an AN/APX-6, me 
thinks. Little box with thumbwheels. 


> By all means give it to the Historical Electronics Museum in Balto! 
By all means, yes! 


William Donzelli 
aw288@osfn.org 


Message-ID: <0Q00701cOd6cd$2adde9c0$9c1799c2@oemcomputer> 
From: "Andrew Emmerson" <midshires@cix.co.uk> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: BC-638-A manual seeks repatriation 
Date: Mon, 7 May 2001 08:46:02 +0100 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="is0-8859-1" 
Content-Transfer-Encoding: 7bit 


Preliminary Maintenance Instructions for Frequency Meter BC-638-A. 
Restricted, published by authority of the Chief Signal Officer, mfd by 
Bendix Radio. 12+iv pages plus 8 photos. No date but stern warning inside 
front cover on how to destory it in combat zone. Not quite mint but 


extremely good condition for its age. 


It came with a load of old magazines I bought yesterday at a hamfest at 
Bletchley Park (Station X). Airmail postage will probably cost about $5 so 
let's say $5 for the manual, i.e. $10 including postage if anyone wants it. 
First come, first served. 


73, Andy G8PTH. 


Date: Mon, 7 May 2001 06:01:18 -0400 
From: "Robert G. Flory" <RobandPJ@compuserve.com> 
Subject: AVC and CW 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200105070601_MC2-D013-17C8@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


Hello, 


W8KGI's comment on adjustment of HRO(and receivers like it) for CW 
operation reminded me of a question that has been bugging me for a while.= 


Which were the first receivers that incorporated an AVC system that could= 


be used on CW and how did they implement it? = 


73, Rob K2wWI 


Message-ID: <3AF68F48.8BE9EO7AQgte.net> 

Date: Mon, 07 May 2001 05:04:25 -0700 

From: john hurst <hurstjsj@gte.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch. com> 
Subject: Re: AVC and CW 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I'm guessing that the National NC-173 was the first. It uses a seperate 
AVC amp that's not affected by the BFO. Can't think of a prewar revr that 
didn't have a lot of BFO leakage into the AVC circuit. 


73, John, KU6X 


"Robert G. Flory" wrote: 


> Hello, 

> 

> W8KGI's comment on adjustment of HRO(and receivers like it) for CW 

> operation reminded me of a question that has been bugging me for a while. 
> 

> Which were the first receivers that incorporated an AVC system that could 
> be used on CW and how did they implement it? 

> 

> 73, Rob K2wWI 


Date: Mon, 7 May 2001 08:05:16 -0500 (CDT) 

From: Bob Roehrig <broehrig@aurora.edu> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: AVC and CW 

Message-ID: <Pine.OSF.4.31.0105070804200 .32206-100000@students. aurora. edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Mon, 7 May 2001, Robert G. Flory wrote: 


> Which were the first receivers that incorporated an AVC system that could 
> be used on CW and how did they implement it? 


I recall the SX-28 having a split IF system, however I don't know if the 
BFO affected the AVC or not. 


73 Bob Roehrig K9EUL 
Aurora Univesity Telecom/IS dept. 
broehrig@aurora.edu 


Message-ID: <3AF6A750.480512CO@erols.com> 
Date: Mon, 07 May 2001 09:46:56 -0400 

From: philip mccoy <dgnova@erols.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re AVC and CW 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


The BC-348 's AVC can be operated while the 
the BFO is on. Remember the BC-348 is a 1936 design 


Message-Id: <5.0.0.25.2.20010507104653 .043565b0@sdct-sunsrv1.ncsl.nist.gov> 
Date: Mon, 07 May 2001 10:59:06 -0500 
To: Old Tube Radios <boatanchors@theporch. com> 
From: Roy Morgan <roy.morgan@nist.gov> 
Subject: Re: BOATANCHORS digest 3154 
Mime-Version: 1.0 
Content-Type: multipart/mixed; 
boundary="=====================_3839100==_" 


Content-Type: text/plain; charset="us-ascii"; format=flowed 


At 04:32 PM 5/5/01 -0500, you wrote: 

>Date: Sat, 05 May 2001 13:06:38 -0400 

>To: Old Tube Radios <boatanchors@theporch. com> 

>From: john <johnmb@mindspring. com> 

>Subject: Info sought on UTC S22 mod transformer 
>Mime-Version: 1.0 

>Content-Type: text/plain; charset="us-ascii" 

> 

>I've found the interconnect information on this transformer, (for 
>a variety of impedance matching) but I'd like to know where 
>the primary and secondary windings are. 


All the info you need is in the attached file. 


Good luck. 


Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KR KK KK KK KK KK KK KK KK KKK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED-- - 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KKK KKK KK KKK KK KKK KK KKK KKK KK 


+ + + FF FF OF 
+t + + FF OF OF 


Message-Id: <4.2.0.58.20010507084702.00bd4b50@pop3.eimac.cpili.com> 
Date: Mon, 07 May 2001 08:54:34 -0700 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Paul Thekan <Paul.Thekan@eimac.cpii.com> 

Subject: Death of Eimac's Co-Founder 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


To the group 


I just learned today at work that Jack McCullough , co-founder of Eimac 
became a silent key on April 28th , he was 93. I believe Jacks call was 
W6CHE. We've lost another pioneer in radio. 


Message-ID: <20010507172643 .10402.qmail@mellon.com> 
From: Merz Donald S <merz.ds@mellon.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RCA 807's TX & Modulator 

Date: Mon, 7 May 2001 13:21:25 -0400 

MIME-Version: 1.0 

Content-Type: text/plain 


Hi. I have no time for building at the moment. But I find this list useful 
for lots of the repair work and fooling around that I do in my vintage 
shack. 


Recently, I read a neat set of articles in the May-June, 1947 issue of RCA 
Ham Tips. If I did have time to build something, this might be it. It shows 
complete plans for a transmitter and modulator, each of which use a pair of 
807's. The total parts count is low. The design is simplicity itself. 
Frequency coverage is 3-30mc using plug-in coils. No critical or rare 
components are used that I see, though they recommend using 2A3's for audio 
drivers and that's a bad idea given today's 2A3 prices. But this is 
otherwise a very classy little rig. You have to provide a separate speech 
amplifier and power supply to deliver 750V, etc. 


807's are still cheap and probably the most respected tube in vintage AM/CW 
work. So I thought someone might like to try this. To that end, I am 


offering free copies of this issue of Ham Tips to anyone that might be 
interested. If that someone could be you, then please send me a stamped, 
self-addressed #10 (business) envelope with two 34-cent stamps on it. And I 
will get the plans for this neat rig right out to you. 


My address is Don Merz, N3RHT, 47 Hazel Drive, Mt. Lebanon, PA 15228. 
73, Don Merz, N3RHT 


KK AI AK IKK KKK I KIKI III IKK III III III II IKK IIIA III III III IIIA IK IK 
DISCLAIMER: The information contained in this e-mail may be confidential 
and is intended solely for the use of the named addressee. Access, copying 
or re-use of the e-mail or any information contained therein by any other 
person is not authorized. If you are not the intended recipient please 
notify us immediately by returning the e-mail to the originator. 


End o£ BOATANCHORS Digest 3155 
KAKKKKKKKKKKKKKK KKK KK 


